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CONTRACT: 83841

@) EXISTING BITUMINOUS SURFACE COURSE, 37

(B) NOT USED

(C) EXISTING P.C.C. SIDEWALK, 5

(D) cOMB. CONC. CURB & GUTTER, TYPE B-6.12

(E) EXISTING BITUMINOUS CONCRETE BASE COURSE, 7"
(F) EXISTING AGGREGATE BASE COURSE, 10"

(G) EXISTING AGGREGATE SHOULDER, VARIABLE THICKNESS

(1) HOT MIX ASPHALT SURFACE REMOVAL, 2"
(2) HOT MIX ASPHALT SURFACE COURSE MIX C, N50, (1-1/2")

(3) LEVELING BINDER (MACHINE METHOD), NSO (3/4%)

(%) BITUMINOUS MATERIALS (PRIME COAT)

(5) AGGREGATE (PRIME COAT)
B

COMB. CONC. CURB & GUTTER REMOVAL AND REPLACEMENT, AS

DIRECTED BY THE ENGINEER

CLASS D PATCHES, 97, AS SHOWN ON PLANS AND
DIRECTED BY THE ENGINEER

NOT USED

(9) RESTORATION

ASPHALT MIXTURE TABLE

MIXTURE USE AC TYPE PERCENT AIR VOIDS
HOT MIX ASPHALT. CSE. MIX C, N50 PG 64-22 4% @ 50 GYR.
LEVELING BINDER (MACH[NE METHOD), NS0 PG 64-22/58-22 4% @ 50 GYR.
CLASS D PATCHES, 1L-19.0 BINDER, TYPE I—IV, 9 IN, PG 64-22/58-22 4% @ 70 GYR.
ASPHALT DRIVEWAYS - -

% @ 5i SYR.
B 5 2 63 maway | BIE
HMA SURF. CSE. MIX "C”, NSO, 2 IN. PG 64-22 4% @ 50 G¥YR.

NOTE:

1. THE UNIT WEGIHT USED TO CALCULATE ALL HOT MIX ASPHALT

MIXTURES 15 112 LBS./SQ.YD./IN.

2. WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX

SHALL BE PG 58-22.
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